






 
 

 
 
 
 

 

Fuse Cut-Outs Surge Arresters

High Voltage Insulators

Ratings:  Polymeric Long Rod type: 12kV to 500kV

Polymeric Pin Insulator type: up to 36kV

Polymeric Post Insulator type: up to 252kV

Mechanical load ratings up to 120kN

Ambient air temperature: -50°C to +50°C

High BIL ratings

Altitudes up to 3000m

IEC 61446: 61109; 66217; 66231

ANSI C29.13

 

 

 

 

Features:
  

 

 

 

 

 

 

Standards:

  

 

 

Ratings:  Voltage from 12kV to 36kV

Capacity: 100A, 200A, 300A

BIL up to 200kV

High mechanical strength insulator

Stainless steel spring, silver plated contacts

Hook for load break portable tool

Bronze fuse holder cutout components

Galvanized steel hardware and NEMA bracket

IEC 60282-2

ANSI C37.42

 
Features: 

Standards: 

 
 
 
 
 
 

 
 

 

 

Ratings:  0.22 ~ 500kV (porcelain); 0.22 ~ 220kV (composite)

Metal oxide polymer housing (Gapless): 5kA series, 6kV – 36kV

Metal oxide polymer housing (Gapless): 10kA series, 6kV – 200kV

Metal oxide polymer housing (Gapless): 20kA series, 108kV – 200kV

Metal oxide porcelain housing (Gapless): 5kA series, 6kV – 36kV

Metal oxide porcelain housing (Gapless): 10kA series, 6kV – 200kV

Metal oxide porcelain housing (Gapless): 20kA series, 108kV – 444kV

Available in silicone polymer or porcelain housing

High BIL ratings

Altitudes up to 2000m

Ambient air temperature: -40°C ~ +40°C

IEC 60099-4

ANSI C62.11 

 
 
 
 
 
 

Features:

  
 
 
 

Standards:
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